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Introduction

Thank you for using our network camera products, which are integrated and developed for network video
monitoring, inclding Storage Network Bullet, Wireless Storage Network Bullet, IR Network Dome, IR Network
WeatherProof Cameras and HigBpeed Network Ball. Higlperformance single SOC chips are used in media
processor for audio/video acquisition, compression and trasismigansfer. Standard H.264 encoding algorithm

is applied to ensure clear and smooth video representation and transfer performance. Embedded Web Server offers
users access to retthe surveillance and remote control of fr@md camera through IE browse

These network cameras are easy to install and operate, and applicable to large andsinedimterprises,
governmental projects, large mall, chain supermarkets, intelligent buildings, hotels, Hospitals and schools and

other group customers, as wedlta situations requiring remote network video transmission and monitoring.

Instructions:
. For purpose of this manual, IP camera means network camera.

Single click means a single click on the left mouse button.

Double click means a doubt#ick on theleft mouse button.

The default factory IP address for IP camera is 192.168.1.168.

The default factory administrator user name for IP camera is admin (in lowercase), and the password is
admin (in lowercase).

The default Web port number is 80 and thead#fmedia port number is 9988.

Statement:

Some information contained in this manual may differ from the version which you are using. For any problem
which you cannot solve with use of this manual, contact our technical support or dealer. This manbal ma
subject to any update from time to time without prior notice.
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1. Overview

1.1 Range of Application
The network cameras with powerful image processing capacity may be applied at various public places such as
mall, supermarket, school, factory and ksitop, as well as in environments requiring HD video image such as

bank and traffic control systemas shown below:

1.2 Product Description

An IP camera is a digital online surveillance camera integrated with embedded Web server atiy opera
independently, giving usexccess to redlme monitoring through web browser or client software from any place

across the world.

IP camera is based on the latest Hisilicon solution, an integrated media processing platform for audio/video
acquisition,compression and network transmission on a single board. It is in compliance with H.264/ H265 High
Profile encoding standards. Any remote user can have accesstimesalonitoring by entering the IP address or
domain name of the IP camera in web brow$éis network camera solution is applicable to family or office as

well as a wide range of situations requiring remote network video monitoring and transmission. The IP camera

products are easy to install and operate.
The IP cameras can be managed bygsdwsers with authority of different levels.

IP cameras allows mobile detection, and senasiéand snaps taken in case of emergency and store the image or

video snapped in SD card for retrieval by user.
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1.3 Operation Environment

Operating system: Windows 7/Windows 8/Windows 2008 (32/6i),
Windows 2003/Windows XP/Windows 2000 (BR)

CPU: Intel Core Duo Il duatore processor or higher
Memory: 1G or more Video memory: 256M or more
Display: 1024 x768 or higher resolution

IE: IE 6.0 or highewrersion

2. Device Connection

IP camera can be connected by either of two means:

1. Connection to PC
Connect IP camera to PC via straigfimough network cable, with power input connected to a DC 12V
adaptor, and set the IP addresses of the PC and IPacamene network segment. The IP camera will

communicate with PC within one minute after being powered on if the network operates normally.

7 ~ \
’& ¢/ _RJA5Cable iy

2. Connection to router/sw.....

This is more commonly used in connecting the IP camera to Internet, wherendra eamd PC are connected
to LAN ports of a router/switch, with gateway of the camera set to the IP address of the router.

[Y]

A

Telephone line

Cable/xDSL
Modem

Connection

Router switch

Cable LE
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3. Device Operation Instructions

3.1 Check Connection

1. The default factory IP address for IP camera is 192.168.1.168 andhihet snask is 255.255.255.0.
Allocate to your computer an IP address in the same network segment as the IP camera, for example,
192.168.1.69, and a same subnet mask as that of the IP camera.

2. Test whether the IP camera is connected properly and startedliydoy clicking on Start > Run and
entering "cmd" and pressing ENTER, and entering "ping 192.168.1.168" in the command line window to

r ~
B Administrator: C:\Windows\system32\cmd.exe E@éj

Microsoft Windows [Version 6.1.76811
[Copyright <(cd> 28089 Microsoft Corporation. All wights preserved.

m|»

[C:“Uzers \Adninistratordping 192 _168_.1.168

Pinging 192.168_.1_168 with 32 bytes of data:

Reply from 192.168.1.168: 32 time=1ms TTL=64
Reply from 192 _168.1.168: 32 timeddlms TTL=64
Reply from 192.168.1.168: 32 time{ims TTL=64
Reply from 192_168.1.168: =32 time<{imsz TTL=64

Ping statistics for 192.168.1.168:
Packets: Bent = 4. Received = 4, Lost = B (Bx loss>. |
fpproximate round trip times in milli-seconds:
Hinimum = Bns. Maximum = 1lms. Average = Bms

C:sers\Adninistratord

% -

Checkwhether the IP camera is accessible. If the PING command is executed successfully, it indicates that
the IP camera operates normally and the network is connected properly. If the PING command fails, check IP
address and gateway setting of the PC and connectivity of the network.

3.2 Searching Device
Tips: IPC Device Search may be used for device searduingss segment&efore running IPC Device

Search, click on the local connection icmat the lower right corner of the desktop;

1. Add IP addresses of several network segments in TCP/IP setting for local connection (as shown below). By
running the searchintpol you can search any device with IP address in the same network segment.

[ ZMIEEE Properties P9
Networking
Connect using:
< Internet Protacel Version 4 (TCP/IPv4) Properties 2 =[]
¥ Reatiek PCle GBE Family Comtralier Advanced TCP/IP Settings PEES
General
Configu IP Settings [Dns | wins
. — ||| Youcan getIP settings assigned automatically if your network suppor
This connection uses the following tems ||| this capabilty, Otherwise, you nesd to ask your metwork administratof 1P addresses
% Client for Microsoft Networks for the appropriate IP settings.
QoS Packet Scheduler IP address Subnet mask
File and Printer Sharing for Microsoft Networks Obtain an IP address automatically 192.168.1.77 255.,255.255.0
Intemet Protocol Version & (TCP/IPvE ® Use the following IP address:
Intemet Protocol Version 4 (TCP/IPv4) T add 192,168, 1 .77
address: L1681 . 3
Ca] nkLayer Tagology Discovery Mapper 170 Driver 3 — | add... ||| = | ‘ E— |
Link-Layer TopolMly Discovery Responder Subnet mask: 255 . 255 .255 . 0
1.double-dlick Default gateway: 192,168 . 1 . 1 Default gateways:
[ instal. | | Proper
I — L= e e TCPAP Address [ 2 fomitom]
Description Obtain DNS server address automatically
Transmission Cortrol Protocol/Intemet Protocol. The defal @) Use the following DNS server addresses:
wide area network protocal that provides commurication IP address: 182.168 . 4 .77
across diverse intercannected networks. Preferred DS server: 202 .9 .128 . 86
Subnet mask: ss . 255 .255 . 0
Alternate DNS server: R
[ ok || ~ n Add [ cancel
— — b3 validate settings upon exit 2 G—kll —— I —
t [ ok || cad
ok |[ cancel
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Note:
IPC Device Search uses multicast protocol for device searching across segments but any firewall forbids
traffic of multicast data packets, so any firewall muestisabled in order that network the information on
device can be acquired.

Online device searching procedure

1. Run IPC Device Search by double clicking i, It will search and display any online IPC and its IP

address, port number, number of channasica type and version, subnet mask, gateway, MAC address and

connection pattern.

Device Search

No. P Media Port ' Channel Number Device Type Device Vertion Met Mask GateWay

12 172.18.12.108 9988 1 IP Camera V1.0.1.0_150708 255.255.0.0 172.18.01 0
13 1721812111 9000 8 DVR V5.3.0-20150429 255.255.0.0 172.18.01 0
14 172.18.12.113 9000 8 DVR V5.3.0-20141020 255.255.0.0 172.18.0.1 o
15 172.18.12.146 9000 1 CH293H3_16M Y1.0.1.0_150716 255.255.0.0 172.18.0.1 0
16 172.18.12.147 9000 8 V5.2.0-20150326 255.255.0.0 172.18.01 a
17 172.18.12.151 9988 1 IP Camera Y1.0.1.0_150708 255.255.0.0 172.18.0.1 o
18 172.18.12 152 9958 1 IP CAMERA ¥1.0.1.2-150706 255255.0.0 172.18.01 o
19 172.18.12.161 9000 4 DVR V6.1.0-20150713 255.255.0.0 172.18.01 0
20 172.1812.210 9958 1 IP Camera Y1.0.1.0_150707 255.255.0.0 172.18.01 0
2 172.18.12.215 9988 1 IP Camera V1.0.1.0_150707 255.255.0.0 172.18.01 01
22 172.18.12.218 9000 1 IP Camera Y1.0.1.0_150707 255.255.0.0 172.18.0.1 0
23 172.18.12.219 9000 8 V5.2.0-20150326 255.255.0.0 172.18.0.1

24 172.18.12.234 9988 1 IP CAMERA V1.0.1.1-150421 255.255.0.0 172.18.0.1 0
25 172.18.12 236 99588 1 IPC AMERA ¥1.0.1.1-150605 255255.0.0 172.18.01 2
26 172.18.13.44 9000 8 V5.2.0-20150326 255.255.0.0 172.18.0.1 0
27 172.18.13.96 9988 1 IP CAMERA V1.0.1.1-140812 255.255.0.0 172.18.01 o
28 172.18.16.160 9988 1 IP CAMERA V1.0.1.1-150316 255.255.0.0 172.18.01 0
29 192.168.1.14 9988 1 IP Camera Y1.0.1.0_150707 255.2556.255.0 192.168.1.1

30 192.168.1.58 9988 1 IP CAMERA ¥1.0.1.1-150429 255.255255.0 192.168.1.1 0
N 192.168.1.132 9000 8 VOBNVR4108 V5.2.0-20150630 255.255.255.0 192.168.1.1 A~|

(] | [»]
IP GateWay Met Mask Web Port Media Port
UserMame admin Password
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3.3 Installation of Controls and Login to System

Before using IE (Internet Explorer) browser to access the IP camera for the first time, related plug
components mudte installed by observing the following procedure:

Access IP address of the IP camera to automatically load the controls from it.

In a popup plugin installation dialog box, choose an installation option to perform the installation process.

 Intemet Explorer - Securi

The publisher could not be verified. Are you sure you want to install this
software?

Mame: RSVideoMOcx.cab

Publisher: Unknown Publisher

Install ] ’ Don't Install

| -"\l This file does not have a valid digital signature that verifies its publisher. You
\e/- should only install software from publishers you trust. How can I dedde what
= software to install?

IPC Plugln for 2MP Series

You haven’'t installed the plugin or it is not the latest version.

Please click to download the latest plugin.

Welcome to the WebPlugin Setup Wizard
Ths will nstall WebPlugin version 1.0.1.22 on your computer.

It is recommended that you close al other applications before
continung.

Click Next to continue, or Cancel to exit Setup.

IPC Pluglin for 3MP/4AMP Series

3.3.1 Preview
Operate IE and enter the IP address of the camera (http:/192.168.1.168) to open a login box as shown below:

Login Interface for H.265 IP Cameras in 3.0MP/4.0MP Series

i
Password (SRR

Figure 1

8
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In the login box you can choose a language for the IE client. Enter your user name (admin by default) and

password (admin by default) and then press OK to open a preview frame as shown below:

Live Remote Setting Local Setting @ ()

Mansteam  Subsveam  Mobtesveam (W] o
Camera Z015—07—-15 Wed 15:20:56

Some buttons in the preview frame are désct below.

n: Colorsetting button, for setting of color, brightness, contrast, saturation and sharpness of the frame.

Remote Setting
. Accesdo device setting menu, for customized setting of various device parameters.
Local Setting
. Forsetting of snap, video file type astbrage path.

o=

: Help information (including current user, Webrowser and plun versions),logout button, for

returning to the login page.

: Previewframe ratio adjustment, toggling between Original Ratio and Automatic Ratio.

Q& o«

: Previewcontrol butons- ZoonIn/Out, Open Video, Snap and Sound On/Off, arranged from
the left to the right.

MainStream SubStream MobileStream

: Dynamicswitching of bit stream for the preview frame.
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Login Interface for H.264 IP Cameras in 1.3MP/2MP Series

User Login
User Name [admin
Fassword I
Client Port lgoss
Stream Type MainStream |
Quality Level | Real Time V]
Language ~*
] Remember Pwd Open All Channels Preview
Login | ! Reset
Figure 2

In this login page, youan choose preview bit stream, language for IE client and port number.

Enter your user name (admin by default) and password (admin by default) and then press OK to open a preview

frame as shown below:

IP Camera

2015-07-27 Mon 2:56:29PM

: Accesdo device setting menu, for customized setting of various device parameters.
: Forsetting of snap, video file type and storage path.

: Forreturning to the login page.

: Previewcontrol buttons Play, Stop, Full Screen, Snap, Start/Stop Recording,

Enable/Disable Redlime Talk.

Sound On/Off, Video Setting

10
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Click Path Configuration button to pop up the following dialog box: In this dialog box yoseatavideo
storage location, paths for download of remote file and storage of image snaps, file type (RF by default, in H265
encoding) and video recording duration.

Local Setting

Record Path DAIPCAMERA\Record
Download Path DAIPCAMERA\Download

Snapshot Path DAIPCAMERA\Capture
File Type Interval Min

Save

4. Parameter Setting

4.1 Display Configuration

Click on Parameter Setting to@pthe page as below (preview setting page by default):

Display Live Refresh Save

R

Live

Flicker Control 0Hz v

[y | ——

FamEra a1 Wed 15:13:39

Privacy Zone
ROI 1

Network

Alarm

Q
0
Q

Device

System

Advanced

T 0

Name of channel:name of the IP camera

Display of channel:Choose to display or conceal it.

Time display: Choose to display or conceal it.

Blinking control: Choose 50Hz60Hz or disable it.

Transparency: Choose transparency of display of name of channel and time on the preview frame (smaller value
indicates higher transparency)

OSD: the text in red color on the frame; you can locate display of the name of channelabg tiragging it in

the preview frame.

11
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4.2 Image Control

Click on Image Control in Display Configuration to open the following page:

Display Image Control Refresh Default

IR-CUT Delay

Image Control Lens Flip m

Back Light

3D Noise Reduction
I Level @ 1287

Alarm
Device
System

Advanced

IR -Cut Model: Classified into GPIO Automatic, Colored, and Blagkite models.

Delay: IR-cut switching diay.

Image Flip-Over: vertical or horizontal flipover and rotation angle (07 907 1807 270}

Image Control: backlight compensation, 3D noise reduction, WDR, automatic gain, shutter speed, exposure time
and demoist model.

Note: Image rotation and deoist are unavailable in IP camera of 2MP.

4.3 Video Blocking

Click on Video Blocking in Display Configuration to open the following page:

Display acy Zone Refresh Save
ihe Privacy Zone
2015-07-15 Ued 15:14:59
Image Control .
Privacy Zone
ROI
Network

Alarm

Device

System

Advanced

12
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Procedure of setting video blocking:

1. Check Enable Video Blocking

2. Press down and hold the left mouse button @dmad) out a area for video blocking (up to four areas at one
time)

3. Click on Save to enable the video blocking area.

Remove:After clicking Refresh, choose a blocked area by clicking it and then click Remove and click Save to
remove it.

4.4 ROI (if applicable)

Click on ROI in Display Configuration to open the following page:

Procedure of setting ROI:

1. Choose an area of application

2. Press down and hold the left mouse button and drag out a ROI area (only one ROI can be set for each area)
3. Click on Save to apply the ROI area.

Bit stream type: Choose bit stream effective for ROl among Main Bit Stream;EBuBtream and Cell Phone
Stream.

Area Numbering: Up to 8 ROI areas can be set in one bit stream.

Enable ROI area: Enable or disable RGirea

Area image quality: Set quality of the image in the area (relative quality, absolute quality)

ROI level: Set ROl level in one bit stream; larger value indicates higbality image in ROI area (1~6 Levels)

13



